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FieldScout pH 110 Meter - Meter Only
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Short Description

pH meter equipped with internal datalogger with ability to connect to GPS.

Description

pH meter equipped with internal datalogger and the ability to connect to GPS.

Excludes pH electrode which needs to be ordered separately.

https://www.enviromonitors.co.uk/fieldscout-ph-2120
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Additional Information

Brand Spectrum Technologies

Explanation

• Two probe options available, flat end or pH/temp
electrodes
• Geo-reference your data by connecting to any GPS
receiver with serial output**
• Equipped with internal data logger and RS-232 port
• Records 4,096 measurements (1,488 with added
GPS/DGPS option)
• Configure and download meter with FieldScout
software (included)*
• Compatible with SpecMaps online web-mapping
application
* Spectrum’s PC cables connect to a 9-pin serial port.
USB-Serial adapter (Item 3661USB) required for
connection to computers with only USB ports.
** GPS interface requires two cables. The GPS/DGPS
cable (Item 2950CV5) is available from Spectrum. A PC
serial interface cable supplied by the manufacturer of
the GPS receiver is also required.

Contents

Includes hard carrying case, software, PC cable, four AA
batteries and pH 4 and 7 standards.
Excludes pH electrode which needs to be ordered
separately. Please purchase one of the two probe
options available, flat end or pH/temp electrodes, from
related products to the left.

Ideal For Agronomy

Power Battery Only

Software

Get greater use out of your SPAD 502DL Plus meter
with powerful SpecMaps online web-mapping
application to discover the value of spatially variable
sensor measurements. GPS/DGPS cable required. USB
adapter advised. Mapping program requires GPS with
serial output.; not included.

http://www.enviromonitors.co.uk/catalogue/data-loggers/software/spectrum-3652
http://www.enviromonitors.co.uk/catalogue/gps-cable-2950cv5
http://www.enviromonitors.co.uk/catalogue/usb-adapter-3661usb
http://www.enviromonitors.co.uk/catalogue/usb-adapter-3661usb
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